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ROLLER BURNISHING TOOL

ID Blind Roller Burnishing Tool Size
& Specifications
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ID Blind Roller Burnishing Tool Specifications

Unit (mm)

Type*Length Type*Length Tool Length

$12*32
. $16*32
Straight Morse Taper Straight
shank $20*50 shank 4#*123 hank Morse shank
shan
* * L2+L3
$25*50 5#*155.5 11413
$32*50
$40*50

2#*78.5

6#*217.5
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Unit (mm)

Needle
. Length of .
. roller | Aluminum . Optional
. Turning . . Processing the
Roller dia. dia. & shell dia. handle
range . length standard
grain model
No.
RBT-IDB8.0-8.8 3*15 (3) Straight
12
-0.1~40.2 GAl1¢36 55 125 Md)
RBT-IDB8.9-11.8 3*15 (4) orse
24/34#
RBT-IDB11.9-14.8 | -0.1~+0.25 | 4*15 (4)
RBT-IDB14.9-21.8 5%20 (4) 65 135 Straight
$12
RBT-IDB21.9-25.3 5%20 (6) GA2¢40 .
0.1~40.3 Straight
RBT-IDB25.4-31.8 5%20 (6) 16
Morse 2#
RBT-IDB31.9-39.8 5+%20 (8) 80 155 Morse 3#
RBT-IDB39.9-47.8 7%20(8)
-0.1~+0.4 GA3d46
RBT-IDB47.9-54.8 7%20(8)
Straight
10*30
RBT-IDB54.9-69.8 $16
(8) Straight
10*30 $20
RBT-IDB69.9-85.8 -0.1~+0.5 GA4¢60.5 150 150
(10) Morse 3#
10*30 Morse 4#
RBT-IDB85.9-119.8
(12)
10*30
RBT-IDB119.9-149.8
(14)
10%30 GA5¢70.5
RBT-IDB149.9-179.8 | -0.1~+0.7
(16) Morse 4#
15*38 Morse 5#
RBT-IDB179.9-199.8 (16) 180 180
ovag GA6¢120
RBT-IDB199.9-220.8
(18)
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